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Outdoor Unit 

Indoor Unit

Blue

With a new-generation hydrophilic foil, 
when the air conditioner in cooling or 
drying mode, the dust on evaporator will 
be taken away by condensed water 
flowing rapidly.

3 minutes
protection

24 hours
timer

10

-15°C 

DRY function

R410a

Help installer a much better 
view in the backside of the 
unit and save time and effort 
during installation and service. 

MEPS

Specifications

Turbo mode

         1U26BA1ERA	            	                       1U35QA1ERA		               1U53RA1ERA		            1U71SA1ERA

Not to Scale

Remote Control
................................................................................ 
• QUIET button
• COOL button
• HEAT button
• AUTO button
• FAN SPEED button
• TIMER button
• HEALTH button
• LOCK button
Used to lock buttons and LCD display
• LIGHT button
Control the indoor display board on/off
• POWER ON/OFF button
• DRY button
• TEMP button
• SWING button
• HOUR button
• EXTRA FUNCTION button
• Additional functions display Function: 
Sleep Mode - Healthy airflow position 1- 
Healthy airflow position 2 - Turbo fan- Air 
direction- A-B remote setting.
• CANCEL/CONFIRM button
Function: Setting and cancel to the timer 
and other additional functions.
• RESET button
When the remote controller appears 
abnormal, use a sharp pointed article to 
press this button to reset.

Warranty
5 Years
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Specifications
T Specifications (Classic)

System Model Number
AS26TB1HRA / 

1U26BA1ERA
AS35TB1HRA / 
1U35QA1ERA

AS53TD1HRA / 
1U53RA1ERA

AS71TE1HRA / 
1U71SA1ERA

Model

Indoor
AS26TB1HRA AS35TB1HRA AS53TD1HRA AS71TE1HRA

51222 51224 51226 51228

Outdoor
1U26BA1ERA 1U35QA1ERA 1U53RA1ERA 1U71SA1ERA

51223 51225 51227 51229

Capacity (kW) 
Rated (Minimum~ Maximum)

Cooling (GTH) 2.65 (1.2 ~ 3.0) 3.55 (1.3 ~ 4.0) 5.2 (1.4 ~ 5.7) 7.0 (1.9 ~ 7.6)

Heating 3.3 (1.3 ~ 3.6) 4 (1.4 ~ 4.3) 5.5 (1.5 ~ 6.1) 7.6 (2.1 ~ 8.2)

Heating H2 2.7 3.8 5.1 7.0

Power input (kW)
(Rated (Minimum~ Maximum)

Cooling 0.69 (0.25 ~ 0.9) 0.96 (0.3 ~ 1.1) 1.58 (0.4 ~ 1.8) 2.1 (0.5 ~ 2.6)

Heating 0.78 (0.2 ~ 1.0) 1.05 (0.3 ~ 1.2) 1.46 (0.4 ~ 2.2) 2.28 (0.55 ~ 2.8)

EER   3.84 3.70 3.29 3.33

COP 4.23 3.81 3.77 3.33

Star Rating
Cooling 3.5 2.5 2.0 1.5

Heating 4.0 2.5 2.5 2.0

Electrical

Running current (A)
Cooling 3.2 4.5 7.1 9.3

Heating 3.6 4.9 6.5 10.1

Max Running current (A)
Cooling 5.3 5.6 9.0 12.3

Heating 6.3 6.9 12.3 14.2

Power supply (Ph/V/Hz) 1/230/50

Refrigeration

Refrigerant Type R410A

Refrigerat Base Charge (kg) 0.85 1.10 1.15 1.90

Pipe Size
Liquid Line 6.35mm (1/4”) 6.35mm (1/4”) 6.35mm (1/4”) 6.35mm (1/4”)

Suction Line 9.52mm (3/8”) 9.52mm (3/8”) 12.7mm (1/2”) 12.7mm (1/2”)

Pipe length (Min ~ Max) 3 ~ 15 3 ~ 15 3 ~ 25 3 ~ 25

Maximum Height Difference (m) 10 15

Precharged up to a Length (m) 5

Additional Refrigerant (grams/M) 20

Indoor Unit

Model AS26TB1HRA AS35TB1HRA AS53TD1HRA AS71TE1HRA

Net dimension (mm) W/D/H 865/200/290 865/200/290 1008/225/318 1125/240/335

Package dimension (mm) W/D/H 954/279/355 954/279/355 1085/329/403 1206/342/418

Net weight (kg) 9.0 9.0 12.0 16.0

Gross weight (kg) 11.2 11.2 15.0 20.0

Air Circulation H/M/L (L/s)
Cooling 167/136/95 180/152/125 250/222/190 305/260/220

Heating 160/130/90 175/145/120 220/195/165 260/220/190

Sound Pressure Level (dBA) H/M/L 39/35/32 40/36/32 47/43/37 48/44/38

Remote YR-HE

Outdoor Unit

Model 1U26BA1ERA 1U35QA1ERA 1U53RA1ERA 1U71SA1ERA

Net dimension (mm) W/D/H 780/245/540 780/290/597 890/353/697 920/385/762

Package dimension (mm) W/D/H 920/351/620 923/336/680 1046/460/780 1085/487/743

Net weight (kg) 29 33.7 44 57

Gross weight (kg) 32.7 36.8 48 61

Compressor Type rotary rotary rotary rotary

Sound Pressure Level (dBA) Cooling/Heating 52/53 53/54 53/54 54/55

Sound Power Level (dBA) Cooling/Heating 64/65 66/67 67/68 68/69
Operating Temperature Range

Indoor (Min ~ Max) Cooling 21°C to +32°C 
Outdoor (Min ~ Max) Cooling -10°C to +46°C 

Indoor (Min ~ Max) Heating 15°C to +27°C 

Outdoor (Min ~ Max) Heating -15°C to +24°C 

Rating Conditions (AS / NZS 3823). Cooling – Indoor: 27°C DB, 19°C WB. Outdoor: 35°C DB. Heating – Indoor: 20°C DB Outdoor: 7°C DB, 6°C WB (DB: Dry Bulb ; WB: Wet Bulb)
H2 heating Rating Conditions (AS / NZS 3823). Indoor: 20°C DB Outdoor: 2°C DB, 1°C WB (DB: Dry Bulb ; WB: Wet Bulb)


